
Cartridge Change-Out Instructions            High Flow Series

For ALL Single Cartridge & Manifold Systems

High Flow Series Water Filtration Systems

Note: Installer - Please leave with owner/operator.
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(For NH Style Heads)
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CARTRIDGE CHANGE-OUT BEV160/BEV165/BEV190/BEV195/ICE160-S/ICE165-S/ICE190-S/ICE195-S
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CARTRIDGE CHANGE-OUT

Flush per the Performance Data Sheet or Flush Instruction Card.  
System is now ready for use.
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CARTRIDGE CHANGE-OUT BEV160/BEV165/BEV190/BEV195/ICE160-S/ICE165-S/ICE190-S/ICE195-S

Push the locking tab to release cartridge locking mechanism while 
simultaneously rotating cartridge slightly to the left.
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CARTRIDGE CHANGE-OUT BEV160/BEV165/BEV190/BEV195/ICE160-S/ICE165-S/ICE190-S/ICE195-S
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CARTRIDGE CHANGE-OUT
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(For DP and SF165 systems only)
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CARTRIDGE CHANGE-OUT

1

2

CARTRIDGE CHANGE-OUT (For VH Style Heads)
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 Flush per the Performance Data 
Sheet or Flush Instruction Card.  System is now ready for use.
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CARTRIDGE CHANGE-OUT

Push the locking tab to release cartridge locking mechanism while simultaneously rotating cartridge slightly to the left.


